Warranty Information
We oﬀer a 12 month warranty on all our exclusive products as standard. However, if an
item develops a fault after this time you can still contact us for help and advice, we'll do
our best to resolve the issue for you.
If an item is replaced by Hatton’s between 9 - 12 months after purchase, a warranty of 3
months will be given on the replacement item.
It is preferable to contact us by phone before returning a product thought to be faulty.
Often we can diagnose problems and advise on how to resolve most issues without the
item needing to be returned. If you can't phone us an email is ﬁne but please allow up
to 24 hours for a reply (though we are usually much quicker).
In order for us to be able to process returns quickly and eﬀectively, please enclose a
covering letter detailing the following:
- The fault with the item
- The original invoice number
- Your contact details including telephone numbers (works, mobile etc)
- Details of any correspondence (name of person spoken to, copy of letter, printout of
email).
A limited number of spares will be available but these are only for replacing damaged
or missing parts. We cannot provide ‘extra’ spares for people looking to modify their
locomotives.
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Hatton’s Andrew Barclay 14”/16” 0-4-0ST
Instructions for the care and use of your locomotive

Handling the locomotive
This is an accurate scale model which includes many small detailing parts which can be
broken or damaged if proper care is not taken when handling. To ensure minimum chance
of damage occurring, please always hold the locomotive by the side of the main tanks.
Operating Instructions
Before use, we recommend running the locomotive in at a constant medium speed for 15
minutes in either direction. Do not run this model on carpet or other ﬂoor coverings as dust
and hairs can cause damage to the mechanism.

Hatton’s products conform to WEEE and RoHS requirements.
If you have a need to dispose of any electrical components, please do so correctly.
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Analogue/Digital
Do not run on digital control if you do not have a digital decoder ﬁtted. This will almost
certainly cause damage to your model. Running on analogue when ﬁtted with a digital
decoder decoder may work, consult your digital decoder instructions for more information.

Fitting a crew
For this locomotive, the easiest way to ﬁt a crew is through the side door of the cab. As
the real-life cabs of these locomotives are so small, most of the time the crew will be
leaning out of the sides in order to stand up straight!

This model is digital decoder ready and has a 6-pin socket in the tanks, pre-ﬁtted with a
blanking plug for use on analogue control out of the box.

Detail Parts
The detailing parts for the locomotive consist of a set of brake pipes and 2 coupling hooks
with 3 link chains.

To ﬁt a Digital Decoder
1. Remove the 2 screws from under the locomotive as shown below.

Brake pipes:
Not all locomotives were ﬁtted with brake pipes when in service, please refer to images of
your chosen locomotive for more details.

2. Remove the small pipes from each side of the boiler.

Front
3. Gently seperate the chassis from the body.
4. Remove the 6 pin blanking plate and replace with a suitable 6 pin decoder (such as
DCR-6PIN-Direct available from www.hattons.co.uk).
5. Carefully re-unite the body and chassis.
6. Replace the 2 screws under the chassis.
7. Replace the pipes into the holes on the sides of the boiler.

Rear

Cosmetic couplings:
The cosmetic couplings can interfere with the operation of the tension lock coupling when
both ﬁtted together and used on tight curves. We do not suggest using both in this situation.
Both coupling hooks and chains are the same and ﬁt into the central hole on the buﬀerbeam.

Digital sound
Due to the extremely small size of this locomotive, it has not been possible to make it ready
to ﬁt sound. It may be possible to ﬁt a speaker and decoder into the cab but we cannot
advise on this as it will require a lot of modiﬁcation to the locomotive which would invalidate
the warranty.
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